
Threaded Rod JAM BUILDING PRODUCTS

Grade 8.8 High Tensile Steel / Grade 4.8 Mild Steel

Stainless Steel Grade A2-70 / A4-70 / A4-80

1-9

Steel

Material Standard: Grade 8.8 to ISO 898 Part 1:1999

Specification: DIN 975

Finishing (Item No.): hot dip galvanized to ISO 1461:1999 (40213)

zinc plated to ISO 4042:1999 (40212)
Ordering example : hot dip galvanized grade 8.8 M20 x 3000mm fully threaded rod (item no.: 4021320300)

Steel

Material Standard: Grade 4.8 to ISO 898 Part 1:1999

Specification: DIN 975

Finishing (Item No.): hot dip galvanized to ISO 1461:1999 (40214)

zinc plated to ISO 4042:1999 (40215)
Ordering example : zinc plated grade 4.8 M20 x 3000mm fully threaded rod (item no.: 4021520300)

Stainless Steel

Material Standard: ISO 3506 Part 1:1997

Specification: DIN 975

Material (Item No.): A2-70 (40013)

A4-70 (40017)

A4-80 (40018)
Ordering example : A4-80 stainless steel M20 x 3000mm fully threaded rod (item no.: 4001820300 )

d (diameter) M8 M10 M12 M16 M20 M24 M27 M30 M33 M36 M39 M42

Thread Pitch / mm 1.25 1.5 1.75 2 2.5 3 3 3.5 3.5 4 4 4.5

M8 M10 M12 M16 M20 M24 M27 M30 M33 M36 M39 M42

3000 08300 10300 12300 16300 20300 24300 27300 30300 33300 36300 39300 42300
Special length and other grades available on request

L (length) / mm
d (diameter)

hot dip galvanized




